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Scanning Mobility Aerosol Spectrometer

P-SMAS

I Key Features

I Applications

¢ Uses eco-friendly water as the working fluid — suitable for environments
where hydrocarbons cannot be used, and performs exceptionally well even
under high-humidity conditions

¢ Combines CPC, DMA, and DMA Controller into a single, compact 5.4 kg unit

o Eliminates complexity in installation and operation, with convenient
portability

* No need for radioactive isotopes; ensures operator safety with soft X-ray
technology

Specifications

¢ Monitoring in semiconductor and electronic component manufacturing
environments

e Atmospheric and environmental research

¢ Combustion and engine exhaust gas analysis

¢ Pharmaceutical and bioaerosol research

¢ HVAC and building air-conditioning evaluation

¢ Nanomaterial synthesis and process monitoring

Total Sampling Flow Rate

Flow rate

1 L/min

Aerosol Flow Rate

0.12 L/min

Aerosol Measurement Size Range

9.31 nm - 294 nm

Aerosol Size Resolution

> b4 ch/decade

Working Fluid

Water (Deionized or Distilled Water)

Neutralizer soft X-ray
Dimensions 230 x 230 x 310 mm (WDH])
Weight 5.4 kg
Power 14 -19VDC
Jlet e Standalone Operation with Touchscreen Control e WiFi, USB(2.0], USB(3.0), HDMI, LAN, micro-SD

e Windows™ based

® GPS (Option)
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